181a                ENGINEEBING SPECIFICATIONS.
pressed by a steam roller, weighing not less than ten (10) tons, in order to get a thoroughly compressed wearing surface, the rolling being continued as long as it makes an impression on the surface.
The powdered carbonate of lime shall be of such degree of fineness that 5 to 15 per centum by weight of the entire mix-ture for the pavement shall be an impalpable powder of lime-stone, and the whole of it shall pass a No. 26 screen. The sand shall be of such size that none of it shall pass a No. So screen, and the whole of it pass a No. 10 screen.
In order to make the gutters, which are consolidated but little by traffic, entirely impervious to water, a width of twelve inches next the curb shall be coated with hot pure asphalt and smoothed with hot smoothing irons, in order to saturate the pavement to a certain depth with an excess of asphalt.
TOOLS AND SAMPLES OF MATERIALS.
The contractor shall furnish and have on the line of work at all times, a complete and sufficient plant of tools, rollers, carts, etc., as may be determined by the street commissioner, to carry on the work in an expeditious and workmanlike manner, also furnish samples of the crude lake asphalt to be used in the work, properly labeled, also samples of the wearing surfaces as prepared for use, and the statement of the amount of each material used in making up the pavement mixtures, when called for by the street commissioner.
In order that the asphalt may be fully tested, each bidder must deposit with the street* commissioner, at least three days before making his bid, samples of materials he intends to use, together with certificates and statements as follows:
ist. A specimen of the crude asphaltum not less than five (5) pounds in weight with a certificate stating the place from whence the asphaltum was taken.
2d. A specimen of the asphaltic cement not less than five (5) pounds in weight with a statement of its composition, and also a statement of the composition of the proposed wearing surface.

